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VELUX Skylights Top to Bottom and EKW Flashing

This drawing is an instrument of service and is provided for informational use only.
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EKW

METAL 
TILES/SHAKES 

60-150 mm

BASIS OF DESIGN:
VELUX Fixed
Skylight (FS) shown

EKW Head Flashing

Roof Structure

Lining

BASIS OF DESIGN:
VELUX Fixed
Skylight (FS) shown

30-60 mm30-60 mm

15°- 90°

Perimeter trimout frame

Batten support

VELUX Skylight installed in metal tile

Perimeter trimout frame

shakes or shingle roofing.

Roof Structure

and SHINGLES

in Profile Metal Tile Roof

Please note:
Ensure that the roof battens are rebated 
25 mm around the perimeter of  the 
VELUX Skylight, for the EDW flashing 
to fit correctly.

100 mm

EKW Channel Flashing

VELUX skylights with EKW
flashing, installed to manufacturers
installation instructions. Skylights
must have a min. pitch of 15 degrees

* NOTE; VELUX VSS skylights require ZZZ241 adapter when positioned at top
of any Top to Bottom scenario. Roof must have a min. pitch of 15 degrees
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Perimeter trimout frame

rebate for VELUX flashing

for VELUX flashing
140x25 mm rebate


